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Specifications

ItemNO.

BrandofLEDChips

LEDQTY.

BrandofLEDDriver

DriverType 

InputVoltage 

&Frequency 

LuminousFlux

CRI

LEDLuminaireEfficacy

Housing

Finish

FixtureColor

Optics

IPRating

OperatingTemperature

Dimmable

L80B20

IntelligentControl

BeamAngle

Certifications

Warranty

XJ-GSL100W/XJ-GSL150W/XJ-GSL200W

LED2835

210PCS(100W)/320PCS(150W)/440PCS(200W)

Meanwell/SOSEN

ConstantCurrent(CC)

100-277Vac 50/60Hz

28000LM/200W

80

140±5%LM/W

AluminumAlloy

PowderCoating

Blue

PClampshade

IP65

-40-60℃

DimmableandNon-dimmable

>100000H

DALI/MicrowaveSensorControl

110°

EX,TUV,CE,RoHS,SAA

5Years

Note:LightopticwithalittledeviationfordifferentcolortemperatureLED ，deviationvalue≤10%
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Dimension
Unit:mm

Packing

Model CartonSize Qty. N.W. G.W.

XJ-GSL100W 45.0x45.0x13.2cm 1PC/Ctn 3.4Kg 4.4Kg

XJ-GSL150W 45.0x45.0x13.2cm 1PC/Ctn 3.5Kg 4.5Kg

XJ-GSL200W 45.0x45.0x13.2cm 1PC/Ctn 4.0Kg 5.2Kg
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